
DEPENDABLE ENERGY SOLUTIONS TO FACE THE FUTURE 

          ...A WORLD   OF POWER 



RELIABLE  AND FUEL EFFICIENT  
 

With a worldwide distribution network across 130 countries,  nearly 

500 dealers and 4,500 service/parts outlets, as user of Cummins 

products, you can expect fast access to reliable service, engineer-

ing expertise and parts support. Service outlets are spread strategi-

cally across the world with technicians trained to the highest Cum-

mins standards. Cummins-powered diesel generator sets are avail-

able in sizes ranging from 63 to 210 kW.  



EPA NON CERTIFIED—EXPORT  

MODEL 
60 Hz, 1800 RPM    

kW (kVA)  
50 Hz, 1500 RPM kW 

(kVA)  

ACUM65 63 (78) 57 (71) 54 (67) 49 (61) 

ACUM84 84 (105) 75 (93) 70 (87) 63 (78) 

ACUM110 112 (140) 100 (125) 94 (117) 84 (105) 

ACUM140 140 (175) 127 (158) 122 (152) 109 (136) 

ACUM185 185 (231) 166 (207) 161 (201) 144 (180) 

ACUM210 208 (260) 187 (233) 181 (226) 162 (202) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Stand-By ratings are continuous electrical service during the interruption of 

normal power.  No overload capacity is specified at these ratings. Prime rat-

ings available with variable loads are continuous, 10% overload capacity for 

one hour in twelve hours periods.  

Both ratings per BS 5514, DIN 6271, ISO-3046 

Many industrial, commercial and residential voltages are available 

 

 

 

 

 

    65 to 208 KW 



 

ARMSTRONG POWER CUMMINS LINE 
 

¶ Heavy-duty engines and high performance alternators 

 

¶ Mechanical or electronic governing systems and electronic 

voltage regulation 

 

¶ Optional control systems for automatic, local or remote-start ap-

plications 

 

¶ Optional weather-protective and sound attenuated enclosures, 

coolant heaters and other features to enhance performance 

and reliability in extreme ambient environments 

 

¶ Complete set of accessory devices designed for use with the 

generator set to simplify installation and enhance reliability 

 

¶ Enclosures are designed to optimize genset cooling perform-

ance, providing you with confidence that genset ratings and 

ambient capability have not been compromised. All enclosures 

provide easy access to service points and provide operators 

with plenty of room for maintenance. 

 

¶ Reliable controls with Electric Hour Meter , Stop-Manual-Auto  

Pushbuttons, Standard Engine Control (Automatic Shutdowns, 

high Water Temperature, low Oil Pressure) Protective 12vdc, Cir-

cuit Breaker and display Lights For: water temperature, oil Pres-

sure, over crank, under speed, over speed and Battery Charg-

ing  

  

ARMSTRONG POWER SYSTEMS LLC  
Phone (305) 470-0058 

Fax (305) 470-0068 

Toll Free (800) 238-0732 

Address: 8254 NW 58th St, Miami Fl 33166 
Email: sales@armstrongpower.com 

www.armstrongpower.com 


